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 This product is distributed in the market as US versions: TR-06 (PDF Download), TR-06 (HTML Download), TR-06HW (PDF Download), TR-06HW (HTML Download). Model The circuit has two types of output: push-pull and cascading. TR-06 and TR-06HW versions have an output of +9 V and 0 V (0 V as the ground potential), respectively. TR-06HW has a floating ground. It has no ground
reference and its supply voltage is 0 V. The voltage supply range is from 0 to +9 V. This is a closed-circuit power supply (CCPS). On the other hand, the MDA990-2 and MDA990-3 versions have an output of +12 V and +15 V, respectively. Internal Circuit P-channel MOSFET The P-channel MOSFET is the most common in the circuit design. It is a small-power device. The part selection depends on
the application. N-channel MOSFET The N-channel MOSFET is a medium-power device. The N-channel MOSFET has a very wide channel that works as an amplifier. The MOSFET requires the circuit that provides the gate drive current. It is supplied by two switch circuits. The MOSFET is a digital circuit, so the circuit requires the driving switch from the logic gate. The driving switch must supply
the large drive current at a high speed. A high-speed driving switch is required in the circuit design to speed up the rise time and delay time of the push-pull output. Driving switch The driving switch is selected from the three switch circuits. The switch circuit includes two additional functions. It serves as a decoupling capacitor and a switching regulator. A large capacitor must be decoupled from the

circuit to eliminate the possible noise signal at the output terminal. A switch in the switching regulator converts the input voltage into a constant voltage. The switching regulator is used to supply the constant drive current to the MOSFET. The switching regulator also needs a large capacitance. It needs to supply a large drive current, and it should use a low voltage to reduce the power consumption. The
switching regulator is selected from the following switch circuits. Switch 1 A P- 82157476af
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